Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/ Region ) Percent Percent Percent
4/17/20 4/10/20 | Difference | 4/19/19 Change 4/20/18 Change 4/17/20 4/19/19 Change
Refiner Inputs and Utilization
Crude Oil Inputs 12,456 12,665 -209 16,583 -24.9 16,621 -25.1 13,413 16,153 -17.0
East Coast (PADD 1) 533 454 78 1,048 -49.2 1,077 -50.5 536 989 -45.8
Midwest (PADD 2) ... 2,717 2,726 -10 3,803 -28.6 3,927 -30.8 2,966 3,665 -19.1
Gulf Coast (PADD 3) ... 7,111 7,304 -194 8,974 -20.8 8,780 -19.0 7,599 8,695 -12.6
Rocky Mountain (PADD 4) . 443 424 20 579 -23.5 552 -19.7 470 583 -19.5
West Coast (PADD 5) . 1,652 1,756 -104 2,179 -24.2 2,286 -27.7 1,842 2,222 -17.1
Gross Inputs ............... 12,825 13,113 -288 16,910 -24.2 16,867 -24.0 13,908 16,460 -15.5
East Coast (PADD 1) 536 484 52 1,073 -50.0 1,086 -50.6 554 1,002 -44.7
Midwest (PADD 2) ... 2,727 2,740 -13 3,801 -28.3 3,919 -30.4 2,980 3,669 -18.8
Gulf Coast (PADD 3) ... 7,364 7,576 -211 9,138 -19.4 8,897 -17.2 7,946 8,835 -10.1
Rocky Mountain (PADD 4) . 449 441 9 577 -22.2 544 -17.4 475 582 -18.4
West Coast (PADD 5) . 1,748 1,872 -124 2,321 -24.7 2,422 -27.8 1,954 2,372 -17.6
Operable Capacity 18,974 18,974 0 18,762 1.1 18,567 22 18,891 18,723 0.9
East Coast (PADD 1) .. 1,224 1,224 0 1,224 0.0 1,224 0.0 1,224 1,224 0.0
Midwest (PADD 2) ... 4,196 4,196 0 4,141 1.3 4,071 3.1 4,172 4,129 1.0
Gulf Coast (PADD 3) ... 9,983 9,983 0 9,835 1.5 9,752 24 9,929 9,818 1.1
Rocky Mountain (PADD 4) .... 696 696 0 687 1.3 683 1.9 691 686 0.8
West Coast (PADD 5) . 2,875 2,875 0 2,875 0.0 2,838 1.3 2,875 2,866 0.3
Percent Utilization? ... 67.6 69.1 -1.5 90.1 —— 90.8 —— 73.6 87.9 ——
East Coast (PADD 1) 43.8 39.6 4.3 87.6 —-— 88.7 —-— 45.3 81.9 -——
Midwest (PADD 2) 65.0 65.3 -0.3 91.8 —— 96.3 —— 71.5 88.8 ——
Gulf Coast (PADD 3) 73.8 75.9 -2.1 92.9 -— 91.2 -— 80.0 90.0 -—
Rocky Mountain (PADD 4) . 64.6 63.3 1.2 84.0 —— 79.6 —— 68.7 84.9 ——
West Coast (PADD 5) 60.8 65.1 -4.3 80.7 —— 85.3 —— 68.0 82.8 ——
Refiner and Blender Net Production
Finished Motor Gasoline3 ..............c..ccccooonen.. 6,205 5,915 290 9,781 -36.6 9,886 -37.2 6,349 9,920 -36.0
Finished Motor Gasoline (excl. Adjustment)* 6,003 5,897 106 9,971 -39.8 9,947 -39.6 6,162 10,031 -38.6
East Coast (PADD 1) . 1,782 1,718 64 3,293 -45.9 3,172 -43.8 1,823 3,299 -44.7
Midwest (PADD 2) ..... 1,535 1,516 20 2,553 -39.8 2,518 -39.0 1,564 2,517 -37.9
Gulf Coast (PADD 3) .. 1,512 1,569 -57 2,245 -32.7 2,370 -36.2 1,626 2,311 -29.7
Rocky Mountain (PADD 4) ... 202 180 22 280 -21.7 269 -24.7 206 307 -32.9
West Coast (PADD 5) ... 971 914 57 1,601 -39.3 1,617 -40.0 943 1,597 -40.9
Reformulated? ... 1,695 1,617 78 3,256 -47.9 3,243 -47.7 1,683 3,243 -48.1
Conventional4 . 4,308 4,280 28 6,715 -35.8 6,703 -35.7 4,479 6,788 -34.0
Adjustment® 202 18 184 -190 -— -61 -— 187 -111 —-—
Kerosene-Type Jet Fuel 646 715 -69 1,702 -62.1 1,771 -63.5 841 1,711 -50.9
East Coast (PADD 1) .. 8 15 -7 96 -91.9 99 -92.2 21 81 -74.2
Midwest (PADD 2) .. 100 121 -21 302 -66.8 232 -56.7 140 276 -49.3
Gulf Coast (PADD 3) ... 374 365 8 896 -58.3 938 -60.2 448 920 -51.3
Rocky Mountain (PADD 4) .... 16 14 2 30 -46.6 33 -52.3 16 33 -52.3
West Coast (PADD 5) ... 148 199 -51 379 -60.9 470 -68.4 216 400 -46.1
Distillate Fuel Oil ........... 5,007 4,927 81 5,064 -1.1 4,977 0.6 4,971 4,949 0.4
East Coast (PADD 1) .. 235 225 10 337 -30.3 356 -34.1 229 315 -27.4
Midwest (PADD 2) 996 976 20 1,083 -8.0 1,170 -14.8 1,005 1,053 -4.6
Gulf Coast (PADD 3) ... 2,967 2,885 82 2,942 0.9 2,825 5.0 2,951 2,844 3.8
Rocky Mountain (PADD 4) 189 180 8 178 5.9 161 16.9 181 190 -5.0
West Coast (PADD 5) 620 661 -40 524 18.5 465 33.5 606 547 10.8
15 ppm sulfur and Under 4,629 4,612 16 4,741 -2.4 4,676 -1.0 4,666 4,585 1.8
> 15 ppm to 500 ppm sulfur 159 109 50 116 37.2 70 126.5 124 118 58
> 500 ppm sulfur .... 220 205 15 207 6.4 231 -4.7 181 246 -26.6
Residual Fuel Oil 210 170 40 309 -32.0 484 -56.5 191 348 -45.1
East Coast (PADD 1) .. 24 23 2 36 -31.7 41 -39.8 24 26 -8.0
Midwest (PADD 2) .. 22 17 4 28 -23.3 55 -61.1 20 46 -57.3
Gulf Coast (PADD 3) ... 100 77 23 120 -16.8 279 -64.2 86 150 -42.5
Rocky Mountain (PADD 4) ... 12 10 2 13 -12.3 10 115 9 12 -29.7
West Coast (PADD 5) .... 53 43 10 112 -53.0 98 -46.3 52 113 -53.8
Propane/Propylene® ... 2,057 2,052 6 1,998 3.0 1,806 13.9 2,054 1,999 2.8
East Coast (PADD 1) .. 201 238 -37 209 -3.6 181 11.2 232 201 15.1
Midwest (PADD 2) 458 421 37 465 -1.4 460 -0.5 440 452 -2.6
Gulf Coast (PADD 3) ... 1,228 1,218 11 1,126 9.1 968 26.8 1,199 1,139 5.3
PADDs 4 and 5 170 175 -5 199 -145 196 -13.5 183 207 -11.5
Ethanol Plant Production

Fuel Ethanol 563 570 -7 1,048 -46.3 985 -42.8 661 1,016 -34.9
East Coast (PADD 1) .. 10 9 1 26 -60.6 26 -61.2 14 25 -43.7
Midwest (PADD 2) 530 540 -9 968 -45.2 893 -40.6 619 942 -34.3
Gulf Coast (PADD 3) 13 13 0 21 -36.7 31 -56.9 15 16 -34
Rocky Mountain (PADD 4) 5 5 0 14 -68.1 14 -67.0 7 14 -53.5
West Coast (PADD 5) 5 4 1 19 -75.7 21 -78.2 6 19 -67.6

= Not Applicable.
~ = Data Not Available.

Based on the latest reported monthly operable capacity.

Vy = Data Withheld.
2

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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